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Video Wall Series 

 
Front 

 
Rear 

Model: LAN-0334-M-2K 
DP1.2*2 port to DVI (2*2 port) Video Wall Matrix 

LAN-0334-M-2K Active Video Splitter Support by DP 1.2 Input, DVI*4 Output, Don’t 
need to install Any driver and only Plug & Play Design, Provide 1:1 Pixel to Pixel output 
Quality without any Pixel loss, Ultra-High Resolution, High Compatibility。 

 Features 

⚫ DisplayPort v1.1a, EDID V1.3, VESA DDM Standard, HDCP v1.3 DVI V1.0 
⚫ Input Pixel Data Depth 6/8/10 bits, Pixel format RGB444 and sRGB 
⚫ Output Pixel Data Depth 6/8/10 bits, RGB444 Compatible with VESA Standard 
⚫ RGB 10/10/10 bits with pass-through Audio 7.1 channel/192KHz (HDMI) 
⚫ Three Button Switch with 8 Line OLED Display, User Friendly Interface 
⚫ OLED Display Rotation support  
⚫ Support Clone mode x4 Extend mode x2 or one Large Stretch mode 
⚫ Supports Display Stretch Matrix 1x4 or 2x2 
⚫ Monitor Bezel Adjustment across by 2x2 
⚫ Support GPU 2D/3D accelerator mode 
⚫ Support any GPUs, no OS limited 
⚫ Multi-Display or Display Wall Application 

 System Require 

⚫ Standard X86 PC with Graphic Card  

⚫ Power Supply: DC 5V/1A 

⚫ DP Cable need meet DP 1.2 specification 

⚫ Graphic Card need Support DP1.2, Each Port Output Resolution 3840x1080@60Hz 

⚫ Display Monitor:1920x1080@60Hz x4 LCD Monitor/Projector/LED Module through 

DVI interface.  

 Package 

⚫ LAN-0334-M-2K main unit*1 

⚫ USB2.0 A/M to mini B cable *1 
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 Functional Specifications 

Product Model LAN-0334-M-2K 

Input format VESA Display Port v1.1a 4-lanes  

Output Format Single Link (Max 1920*1200) DVI x 4 

Power Requirement Mini USB Power DC+5V 3W 

Display Mode Table  

4 Port Stretch-Mode 

1x4  2x2  
8190*1360 / 8190*1280 / 
8190*1200 / 8190*1080 / 
8190*0800 / 8190*0768 / 
7680*1200 / 7680*1080 / 
6720*1050 / 6400*1200 / 
6400*900 / 5760*1050 / 
5760*900 / 5600*1050 / 
5464*768 / 5120*1024 / 
5120*0800 / 5120*0768 / 
5120*0720 / 4096*1200 / 
4096*1080 / 4096*0768 

4095*2720 / 4095*2560 / 4095*2400 / 
4095*2160 / 4096*1600 / 4095*1536 / 
3840*2400 / 3840*2160 / 3360*2100 / 
3200*2400 / 3200*1800 / 2880*2100 / 
2880*1800 / 2800*2100 / 2732*1536 / 
2560*2048 / 2560*1600 / 2560*1536 / 
2560*1440 / 2048*1536 / 2048*2160 / 
2048*2400 

Clone-Mode 

2048*1360 / 2048*1280 / 2048*1080 / 2048*800 / 2048*768 / 
1920*1200 / 1920*1080 / 1680*1050 / 1600*1200 / 1600*900 / 
1440*1050 / 1400*1050 / 1440*900 / 1366*768 / 1360*768 / 1280*1024 
/ 1280*800 / 1280*768 / 1280*720 / 1024*1200 / 1024*1080 / 1024*768 

Vertical Rate Support  50Hz, 56Hz, 60Hz  
Ambient Operating Temp. 0 – 550 C (Min/Max) 

Storage Temperature -40 to 750 C (Min/Max) 

Operating Humidity 20 - 80% relative humidity (Non-Condensing) 

Storage Humidity 5 to 95% relative humidity (Non-Condensing) 

Supported Operating Systems DOS, Win 98, Win ME, Vista, Win XP, Win 7, Win 8, Linux, IOS 

 Application 
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